- \/ CONDIZIONI DI ABBINAMENTO: FLUIDO H20 - T 20°C - P 6 bar. Attuatore P 6 =7 bar l
\‘/aLBIa Fitting conditions: Fluid H20 - T 20°C - P 6 bar. Actuator P 6 +7 bar B
Valvola a sfera “SPLIT BODY”, flangiata ANSI 150, in acciaio inox AISI 316-CF8M,
Art. 8P012 1_ 8P0122 passaggio totale, Fire Safe, Antistatic Device, con attuatore.
“SPLIT BODY” full bore flanged ball valve, ANSI 150, stainless steel
AIS| 316-CF8M, Fire Safe, Antistatic Device, with actuator

Valvola Valpres Art. 760005 :

E C
VALVOLA CON ATTUATORE DOPPIO EFFETTO VALVOLA CON ATTUATORE SEMPLICE EFFETTO
VALVE WITH DOUBLE ACTING ACTUATOR Art. 8P0121 VALVE WITH SPRING RETURN ACTUATOR Art. 8P0122
DN 7|15 | 20 25 /|40 /|50 |80 1100 ~|150 200 DN 7115 |20 25 /|40 /|50 |80 100 ~|150 200
N 407 40|40 |40 40 16 /16 |16 |/ 16 N 407 40|40 |40 740 16 16 |16 | 16

148 174 195 237 261 318 344 44 519
193 224 250 302 336 413 459 583 689
90 100 110 130 150 190 230 285 340
45 7 7 81 95 106 123 148 187
108 117 127 165 178 203 229 394 457 108 117 127 165 178 203 229 394 457
110 140 140 162 207 238 272 366 522 140 162 162 238 272 366 366 575 575
ACT. 32 52 52 63 75 85 100 125 160 ACT. 52 63 63 85 100 125 125 200 200

172 185 206 265 285 373 386 526 570
217 235 261 330 360 468 501 669 740
90 100 110 130 150 190 230 285 340
7 81 81 106 123 148 148 218 218
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