CONDIZIONI DI ABBINAMENTO: FLUIDO H20 - T 20°C - P 6 bar. Attuatore P 6 +7 bar
ISO 9001 = - WV
Fitting conditions: Fluid H20 - T 20°C - P 6 bar. Actuator P 6 +7 bar ‘/ELBIE

Art. 8PO097 pnis pisc 6ec40 - SPO098 pPN16 DISC GGGA0  Vaivola a farfalia fipo “WAFER” PN10/16, corpo in ghisa G250 +verice epossidi-

ca, guarnizione in EPDM, con attuatore.
Art. 8P0099 P10 disc ee40 - BPO100 P20 DIsC G640 Butterfly valve “WAFER” type PN10/16, body in cast iron G250+Epoxy

Art. 8PO101 pnispiscinox - BPO102 pni6 piscINOx  Painting, EPDM seat, with actuator.
Art. 8P0103 pn1opiscinox - 8P0O104 pn1o pisc INOX T
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Valvola Valpres Art. 600104 PN16 DISC GGG40 - 600105 PN16 DISC INOX g
Valvola Valpres Art. 600102 PN10 DISC GGG40 - 600103 PN10 DISC INOX ==
Art. 8P0097 DA DN50 A DN150 Art. 8P0098 DA DN50 A DN150
Art. 8P0099 DA DN200 A DN300 Art. 8P0100 DA DN200 A DN300
VALVOLA CON ATTUATORE DOPPIO EFFETTO Art. 8P0101 DA DN32 A DN150 VALVOLA CON ATTUATORE SEMPLICE EFFETTO  Art. 80102 DA DN32 A DN150
VALVE WITH DOUBLE ACTING ACTUATOR Art. 8P0103 DA DN200 A DN300 VALVE WITH SPRING RETURN ACTUATOR Art. 8P0104 DA DN200 A DN300
DN/| 3240 /|50 /| 65,°| 80 /{100 125/ 150,/|200,|250,|300, DN/| 32140 /|50 /| 65,°| 80 /{100,125, 150,/|200,|250,|300,
PN 1616|1616/ 16/ 16|/ 16 /1610710 10 PN16 16|16 16|/ 16|16/ 16|16/ 10 /10 /10
A 243 243 243 255 266 300 325 337 431 537 575 A 250 250 250 262 292 310 338 348 472 622 660
B 301 301 306 | 327 | 360 408 | 445 | 473 596 739 810 B 308 | 308 313 | 334 | 386 418 | 458 | 484 | 637 824 895
@gcC 75 82 96 109 126 152 182 207 262 317 373 @C 75 82 96 109 126 152 182 207 262 317 373
D il ! 7 il 81 95 106 106 137 148 148 D 81 81 81 81 106 106 123 123 187 218 218
E 33 33 43 46 46 52 54 56 59 67 77 E 33 33 43 46 46 52 54 56 59 67 77
F 140 140 140 140 162 207 238 238 328 366 366 F 162 162 162 162 238 238 272 272 522 575 575
ACT. | 52 52 52 52 63 75 85 85 115 125 125 ACT. | 63 63 63 63 85 85 100 100 160 200 200




