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Art. 8E006# Valvola a sfera 2 vie, flangiata tipo “WAFER”, acciaio inox AISI 304, con

attuatore elettrico.
2 way “WAFER” ball valve, flanged, stainless steel AISI 304, with electric
actuator.
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Valvola Valpres Art. 720000 AISI 304 ]
DN 15 /120 /125 /|32 /|40 /|50 /|65 /|80 /|100 l
PN| 16| /16| /16| /16| /16| /16| /16| /16| / 16 |
B 274 | 283 | 294 | 310 | 384 | 400 | 481 | 499 | 545
c 229 | 233 | 239 | 245 | 309 | 317 | 389 | 399 | 435 -
D 104 | 104 | 104 | 104 | 104 | 104 | 214 | 214 | 214 H |
E 169 | 169 | 169 | 169 | 169 | 169 | 235 | 235 | 235 -
F 122 | 122 | 122 | 122 | 122 | 122 | 128 | 128 | 128
G 47 47 47 47 47 47 | 107 | 107 | 107 CODICE TENSIONE PER ORDINAZIONE
H 35 | 40 | 46 | 54 | 64 | 82 | 103 | 122 | 152 Voltage supply order code
I 90 | 100 | 110 | 130 | 150 | 165 | 185 | 200 | 220 12VDC # =1 24VAC # =3 110VAC # =5
ALEETE] AEL | AE2 | AE2 | AE2 | AE3 | AE3 | AE4 | AE4 | AES 24VDC # =2 110VDC # =4 220 VAC # =6




